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and for the integrity of its seal by a
person trained to perform this func-
tion. Self-rescue devices with broken
seals or which are damaged so that the
device will not function properly shall
be removed from service.

(c) All FSRs approved by MSHA and
NIOSH under 42 CFR part 84, except de-
vices using vacuum containers as the
only method of sealing, shall be tested
at intervals not exceeding 90 days by
weighing each device on a scale or bal-
ance accurate to within +1 gram. A de-
vice that weighs more than 10 grams
over its original weight shall be re-
moved from service.

(d) All SCSRs approved by MSHA and
NIOSH under 42 CFR part 84 shall be
tested in accordance with instructions
approved by MSHA and NIOSH. Any
device which does not meet the speci-
fied test requirements shall be removed
from service.

(e) At the completion of each test re-
quired by paragraphs (c) and (d) of this
section the person making the tests
shall certify by signature and date that
the tests were done. This person shall
make a record of all corrective action
taken. Certifications and records shall
be kept at the mine and made available
on request to an authorized representa-
tive of the Secretary.

(f) Self-rescue devices removed from
service shall be repaired for return to
service only by a person trained to per-
form such work and only in accordance
with the manufacturer’s instructions.

[43 FR 54246, Nov. 21, 1978, as amended at 47
FR 14706, Apr. 6, 1982; 56 FR 1478, Jan. 14,
1991; 60 FR 30402, June 8, 1995; 60 FR 33723,
June 29, 1995]

§ 75.1715 Identification check system.

[STATUTORY PROVISIONS]

Each operator of a coal mine shall es-
tablish a check-in and check-out sys-
tem which will provide positive identi-
fication of every person underground,
and will provide an accurate record of
the persons in the mine kept on the
surface in a place chosen to minimize
the danger of destruction by fire or
other hazard. Such record shall bear a
number identical to an identification
check that is securely fastened to the
lamp belt worn by the person under-
ground. The identification check shall

be made of a rust resistant metal of
not less than 16 gauge.

§ 75.1716 Operations under water.

[STATUTORY PROVISIONS]

Whenever an operator mines coal
from a coal mine opened after March
30, 1970, or from any new working sec-
tion of a mine opened prior to such
date, in a manner that requires the
construction, operation, and mainte-
nance of tunnels under any river,
stream, lake, or other body of water,
that is, in the judgment of the Sec-
retary, sufficiently large to constitute
a hazard to miners, such operator shall
obtain a permit from the Secretary
which shall include such terms and
conditions as he deems appropriate to
protect the safety of miners working or
passing through such tunnels from
caveins and other hazards. Such per-
mits shall require, in accordance with
a plan to be approved by the Secretary,
that a safety zone be established be-
neath and adjacent to such body of
water. No plan shall be approved unless
there is a minimum of cover to be de-
termined by the Secretary, based on
test holes drilled by the operator in a
manner to be prescribed by the Sec-
retary. No such permit shall be re-
quired in the case of any new working
section of a mine which is located
under any water resource reservoir
being constructed by a Federal agency
on December 30, 1969, the operator of
which is required by such agency to op-
erate in a manner that protects the
safety of miners working in such sec-
tion from cave-ins and other hazards.

[35 FR 17890, Nov. 20, 1970, as amended at 60
FR 33723, June 29, 1995]

§ 75.1716–1 Operations under water;
notification by operator.

An operator planning to mine coal
from coal mines opened after March 30,
1970, or from working sections in mines
opened prior to such date, and in such
manner that mining operations will be
conducted, or tunnels constructed,
under any river, stream, lake, or other
body of water, shall give notice to the
Coal Mine Safety District Manager in
the district in which the mine is lo-
cated prior to the commencement of
such mining operations.
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